
OCBS-W234 中国远程移动蓝牙手持式便携式 Qr 二维条码扫描器带支架

(M/N:OCBS -W234 )

特点： 
  标准远距离2.4GHz通信
  畅通可传输80米
  100万像素高精度扫描引擎
  190mA低功耗设计可扫描40000次
  充满电可工作12小时以上
  标准充电接收底座
  大无线缓冲可传输1000 个字符 

规格
一般的  
模型 OCBS - W234
材料 ABS+PC+TPU
知识产权等级 ≥IP54
无线方式 2.4GHz
设定模式 手动、自动感应、连续扫描
提示模式 蜂鸣器、指示灯（LED ）
电池 3.7V 2000mAH 18650 电池
充电时间 6.5小时
全职工作 时间 ＞12 小时
电源 直流 5V ±5%
工作电流 190mA（operating mode）
Electrostatic Protection 15KV
Shock Resistance 1.5M free fall on concrete surface
Performance  
Scanning Speed 400times/sec
Scan Width 5 * 5 cm² -- 30 * 30 cm²
Light Source Red LED Aim +white light LED
Transmission distance 50-80M
Error rate 1/500million
Storage 2M（about 40000 pieces  barcodes ）（can be customized）
Resolution Code39 5mil, QR 8.7mil, PCS45%
Print Contrast Min 35%
Scanning Angles Roll 0-360°, Pitch±65°, Yaw±60°
Decoding ability Codabar,Code11,Code39/Code93,UPC/EAN,Code128/EAN128,InterLeaved2of5,Matrix2of5,MSI

CODE,Standard2of5.
QR CODE,DATA  MATRIX, PDF417,Micro PDF 417

Depth of scan field 5MIL CODE39: 5--12 CM,15MIL CODE39 : 4--25 CM
10MIL CODE93 : 4--21 CM,15MIL  UPC/EAN: 4--25 CM
20MIL  QR :  4--25 CM

Physical  
Weight Gross:500g 
Package 210*130*95mm  
20 in 1 carton 500*280*460mm/11.0kg  
Environment  
Working temperature& humidity 0 to 45 degrees centigrade,  10%~80%   No condensation
Storage temperature& humidity -20 to 60 degrees centigrade , 10%~90%  No condensation


