Impresora térmica de recibos de supermercado Pos de 80 mm

caracteristicas:

con cortador automatico
(No de modelo: OCPP -80Y)

1. Tipo de escritorio o de pared para la opcion.

2.Soporta multiples codigos de barras 1D

Velocidad de impresion de 3.160 mm /s

4.Soporta 256KB NV Logostorage y 2M de memoria de bufer grande.

Parametros técnicos[]

Método de impresion:

Térmica directa

Velocidad de 160 mm /s

impresion:

Ancho rollo: 79,5 £ 0,5 mm

Didmetro de impresion: | ®80mm

Grosor del papel: 0,06-0,08 mm

Capacidad de la 576 puntos / linea 512 puntos / linea
columna:

Espaciado entre lineas :

3,75 mm[JAjustable por comandos[]

Comando de impresion:

Compatible con el comando ESC / POS

Tipo de interfaz:

USB

Vida de los cortadores:

1 millon de cortes

Vida 1til del cabezal de

100 kilometros

impresion:

Bufer de entrada : 2048 Kbytes

NV Flash: 256 Kbytes

Adaptador de corriente: | AC110V / 240V[]50 ~ 60 Hz
Fuente de CC24V/25A
alimentacion:

Suministro de caja DC 24V /1A

registradora:

Ambiente de trabajo:

Temperatura (0[]45) humedad (10[]80%)JNo condensarf]

Ambiente de trabajo:

Temperatura (0-45) grado centigrado, Humedad
(10-80%) No condensado

Entorno de
almacenamiento:

Temperatura (-10[]60°C); Humedad (10[]90%)

Tamano de caracter:

ANK[JFontA: 1.5 * 3.0 mm / FontB[]1,1 * 2,1 mm

Cédigo de barras:

UPC-A / UPC-E / JA[JEAN13[]/ 8 ENE[JEANS / CODE39 /
ITF
/ CODIG093 / CODIG0128

Caracteres:

PC347[JEuropa estandar(] [[Katakana[JPC850
OPlurilingiie[] JPC860Jportugués[] JPC863[JFrancés
canadiense[] [JPC865[nérdico[] [JEuropa
occidental[lgriego[Jhebreo[]Europa del
este[JIran[JWPC1252[JPC866[]Cirilico # 2[] JPC852
JLatin2[] ]
PC858[JIranII[Jleton[JArabica[JPT151[]1251[]

Caracteristicas fisicas[]

Peso: 1,25Kg
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||| Warranty and AfterSaes: |

v All products’ warranty are not less than 12 month, some models
evenup to 24 months warranty.

+ Spare parts will be provided for mass orders for customers’ local
maintenance.

v Any product found to be defective within 30 days of shipment
shall be deemed Dead on Arrival (DOA). DOA products will be
advance replaced and shipped via express.

» Have distributors or authorized agents in the main market who
can provide local repair and replacement services.

+  Professional CRM management insures fast respond for
customer's enquiries and orders tracking.

v Sales with many vears experience in foreign trade, proficientin
foreign languages and strong sense of responsibility.

v 7*24 hours online, responds with 12 hours in working days, and
within 24 hours for rest days.

||| packing and shipment:

]| paymept:
e e 2 oy s pamer

m Alizxpress PayPal  Trad Assurance
]| Customers Reference |



Cwver the years, OCOM keep efforts on marking "OCOM" as an internationally recognized brand,
and we have estabilshed goods relatienship with our customers and have friendly communication
with each other.

rance amount

i the Auto-1D and POS industry «

OCOM Technologies Limited is.a professional supplier specialized in POS
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We have FCC, CE, RoHS, and other certifications. We Iwnﬂ our products 1o Wen Bmp: North Amencan Ti a,
Asia-Pacific and other countries, . {2

OCOM has professional teams including marketing, R&D, qm]h;r control, production and sales service, All of the sales
representatives have 3 to 10 years experience in international trading, which help us to meet the customers’ needs”

OCOM have been sticking to the quality system of 1S09001: 008, We conduct strict 1QC, IPQC and OQC inspection in
every industrial procedure. Based on our strong capacity, the normal lead time for main products is about 3 to 7 days even
for bulk order.

You can find more information of us at: www.ocomine.com,

Together we quest for the best.




Why you choose us?

@ Conceplion

@® Communication

@ Performance t ‘ “ Compatibility

Our Commitment to Your Success

|1 Contact us

Any queries, please contact us immediately, big supprise is waiting for you.

B5aies Canter:

Address: Unit701, Block 14, Zhongxing Industrial Park. Chuangye Road, Nanshan
Distnct, Shenzhen 518054, China

Webaite: wiww OCOMENG COM  Wiww_possolution eom . cn;

E-mail: ocom@ocominc.com, info@possolution com.cn

Tel: +86.755 86053207 ext 800,

Fax: +B6. 75586053207 ext 868,

Q0 2485850637, 190852203,

Wechat: szocoming, hj34924238;

Whatsapp: 008613352832860,




