Contador de multiples divisas CIS dual
(Modeloo: OCBC-950)

Caracteristicas:

con 2CIS;

Conteo continuo con bolsillo de rechazo;

Comprobacion de billetes falsos: se puede comprobar el motivo del rechazo;

NUmero de serie: se puede consultar el nimero de serie de los billetes;

Mecanismo de alimentacion mejorado, facil de quitar para atascar billetes;

Funcién de autenticacién reforzada por IR/UV/MG/IMAGE;

Seleccione las monedas disponibles: USD, EUR, GBP, RUB, CHF, MOP, THB, CAD, HKD, JPY,
KRW, SGD... hasta 60;

Panel tactil y pantalla TFT de gran tamafio;

Interfaz multilingue.



Especificacion

General

Model OCBC-950
Capacidad de la tolva 500billetes
Capacidad del apilador 200billetes

Puerto de conexién

USB/RS232/tarjeta SD

Opciones

Pantalla del cliente/impresora térmica/conexién a PC

Velocidad de conteo

900 piezas/min/(MODO MDC y SDCy CNT)
900,1200,1500 piezas/min (solo MODO CTN)

Tamano de notas contables

50x110-90x190mm

Grosor de billetes contables

0075-0,15 mm

Rechazar la capacidad de Satcker

Aproximadamente 50 notas

Fuente de alimentacion

CA 100~240V 50/60Hz

El consumo de energia

<80 vatios

Dimension 279 (ancho) x 250 (profundidad) x 247 (alto) mm
peso Neto: 9,5 kg Bruto: 10,0 kg
paquete 420*360*395mm/12kg
















2 CIS TECH

Ensure High Accuracy No Matter Brand New or Worn Bill.
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Reliable Business Guard

11 Counterfeit Detection Methods to Protect Your Business

Dimensional detection
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Advanced Mpney Handling Solution
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Multi-currency Counting



Rejected Pocket

Sort Bills Send Suspicious Bills




