Bluetooth Draagbare Barcode Thermal Label Printer

Feature:

(M /N: OCBP-M80)

1.Can afdrukken Label sticker en Receipt Paper

2.easy aan de afdrukdichtheid en Langue ingesteld

3.Multi-interface en ander papierformaat ondersteuning

4.LCD display kan de parameter printerinstellingen tonen

5 Kan snel printen imge barcodes en vormen.

6.Multiple Sensor Ondersteunde Black mark, Label interval

en het einde Paper detectie

thermische label printer, draagbare thermische labelprinter, bluetooth labelprinter

Afdrukmethode Thermische Line
Afdruksnelheid 80mm / s (thermisch papier)

70mm / s (Label Sticker)
Resolutie 8 dots / mm

576 punten / lijn

Effectieve Printing Breedte

72mm / 48mm / 37.5mm

Karakter Set

ASCIl, GB18030 (Chinese), BIG5, Codepage

Print Font

Lettertype A: 12 * 24; Lettertype B: 8 * 16

Zelf gedefinieerde Karakter

Ja

Papier Type

Thermisch papier / Label Paper

Papier Breedte

80mm / 58mm / 44mm voor thermisch papier

Papierrol Diameter

40mm (max.)

Roll Core Binnendiameter  |13mm (min.)

Papierdikte 0.06 ~ 0.16mm

Papierinvoer Methode Drop-in eenvoudig papier wordt geladen
TPH 50km

Barcode 1D: EAN-13, EAN-8, UPC-A, UPCz, CODE39, Code93, CODE128, CODABAR, Interleaved 25
2D: PDF417, grcode, datamatrix

Wedijver CPCL / ESC-POS

Bestuurder Windows 98 / ME / 2000 / NT / XP / Server 2003 / Vista / Win7 / Win 8

Sensor Paper End Sensor, Black Mark, Label Interval

Interface USB / Bluetooth

Knoop Macht, Feed, Mode

Indicator Macht, Feed, Mode

Geheugen Flash: 512KB; RAM: 128KB

Receive Buffer Size 32K

SDK Windows CE; Windows Mobile 5.0 / 6.0; Symbian; Blackberry en Android

Multi-talen 46 codepages

Power Supply (Adapter)

DCOV /2A

Battery Power

7.4V, 1.65A oplaadbare Li-ion batterij

Batterij opladen

100m continu printen

Laad Tijd

minder dan 3 uur

Batterij Duur

360 uur

Netto gewicht

1969

Bruto gewicht

360g (inclusief batterij & amp; papierrol)

Printer Afmetingen (BxDxH)

104mm x109mm x 48mm

Kleur

Zwart

Operating Temp

-10-50° C




Luchtvochtigheid 10% -80%
Toepassing Restaurants, warenhuizen, Keuken, convenience stores, Specialty Retail, Supermarkt
Accessoires Batterij, oplader USB-kabel, CD Driver, lederen tas en papier-roll
Optie: de auto-oplader
Pakketgrootte 210mm x 155mm x 90mm (1,5 kg)
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||| Features:

Support label sticker
and receipt paper printing

LCD display can show the
printer parameter settings




Easy to set the print language
and density

Multiple Sensor Supported Black mark,
Label interval and Paper end detection




||| ApplicationArea |

Traffic police enforcement

Supermarket File management Hospital

|| | Parameter
Printing Method Thermal Line
80mmv/s ( Thermal Paper )
Printing Speed )
70mmy/s ( Label Sticker )
y & dots/mm
Resolution :
576 dots/line
Effective Printing Width 72mm/48mm/37.5mm
Character Set ASCIl, GB18030 (Chinese), BIG5, Codepage
Print Font Font A 12724; Font B: 816
Self-defined Character Yes
Paper Type Thermal paper/Label Sticker
Paper Width 80mm/58mm/44mm for thermal paper
Paper Roll Diameter 40mm(max.)

Roll Core Inner Diameter 13mm(min.)
Paper Thickness 0.06~0.16mm
Paper Supply Method Drop-in easy paper loading




TPH

S0km

1D: EAN-13, EAN-8, UPC-A, UPC-E, CODE39, CODE93, CODE128,
CODABAR, INTERLEAVED 25

Barcode
2D PDF417, QRCODE, DATA Matrix
Emulation CPCL/ESC-POS
Driver Windows 88/ ME / 2000/ NT / XP / 2003 Server/Vista/Win7/Win 8
Sensor Paper End Sensor,Black Mark, Label Interval
interface lUSB/Bluetooth
Button Power, Feed, Mode
Indicator Power, Feed. Mode
Memory Flash: 512kb; RAM: 128kb
Receive Buffer Size 32K
SDK Windows CE; Windows Mabile 5.0/6.0; Symbian, Blackberry and Android
Multi-languages 46 codepages
Power Supply (Adapter) DCOV/2A
Battery Power 7.4V 1.65Arechargeable Li-ion battery
Battery Charge 100m continuous printing
Charge Time less than 3 hours
Battery Duration 360 hours
Net Weight 1969
Gross Weight 360g (Including battery & roll paper)
Printer Dimension(WxLxH) | 104mm x109mm X 48mm
Color Black
Operating Temp -10-50Celsius
Operating Humidity 10%-80%
Appication Restaurants. Department Stores, Kitchen, Convenience Stores, Specialty
Retail. Supermarket
Battery.Charger USB Cable,CD Driver,Leather Case and Paper-roll
Accessories > =
Option: vehicle charger
PackageSize 210mm x 155mm x 90mm(1.5kg)

([ auaity assurance: — ===

OCOM is dedicated to providing most cost-effective
products and services with highest quality that will meet
customers’satisfaction.

Since the establishment. OCOM has been sticking strictly to
the standard and requirements of [SO9001: 2000 in the
processes of research. design. manufacturing and services.
OCOM's oroducts have passed CE. FCC. TUV. RoHs and
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other certifications.

We make strictly IQC. IPQC and OQC inspection per
industrial standard. All the products must pass 24-48 hours
aging test before shipment. Some designated models can

have as long as 24 months warranty.

T[] estbquipmensss

o i i
Test Equipment and Facilities
Varified Maching Name Brand & Model No. Quantity
v Ageing Tester tio intormation 5
v Wwithistand Voltage Tester CC26704 1
v Osdilloscope TBS110Z 1
v DC Pawer Supply PS-305D¢ &
v Digtal Torque Meater HP100 1
- Calliper GLIANGLL 2
Mult-meter VCB30D T
Tast Computer Mo Infarmation 13

Verified by TUV on 2013.7.15
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+ All products' warranty are not less than 12 month, some models
evenup to 24 months warranty.

»  Spare parts will be provided for mass orders for customers' local
maintenance.

+ Any product found to be defective within 30 days of shipment
shall be deemed Dead on Arrival (DOA). DOA products will be
advance replaced and shipped via express.

» Have distributors or authorized agents in the main market who
can provide local repair and replacement services.

+ Professional CRM management insures fast respond for
customer's enquiries and orders tracking.

v Sales with many years experience in foreign trade, proficient in
foreign languages and strong sense of responsibility.

» 7*24 hours online, responds with 12 hours in working days, and
within 24 hours for rest days.

I I l Packing and Shipment:

@Dﬂuﬁk wall corrugated board

Double outer cartons

Marks and fragile sl&:km,@

Payment:

T Q\k{i secure payment
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]| CustomersReference

Over the years, OCOM keep efforts on marking "OCOM" as an internationally recognized brand,
and we have estabilshed goods relationship with our customers and have friendly communication
with each other.
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0COM chhnﬂtngueshmnedn.a professional supplier specialized in POS
" and Auto-ID: !pplmmns Ourpmduqqpordnhomm . Thermal Printer,
. Barcode prmml)dtMamx Printgr." Barcode Scanner, Mlsnm Card

Readu;nmt:unm POS Temi::;hndoﬂml

We have FCC, CE, RoHS, and other certifications. We hamﬂl our products to W!:sl Emupc North Amcncan,*ﬁ'u:a.
Asia-Pacific and other countries, ’

OCOM has professional teams including marketing, R&D, qm]ily control, pmducnon and sales service. All of the sales
representatives have 3 to 10 years experience in international trading, which help us to meet the customers' needs. F
OCOM have been sticking to the quality system of ISO9001 :2008. We conduct strict IQC, IPQC and OQC inspection in
every industrial procedure. Based on our strong capacity, the normal lead time for main products is about 3 to 7 days even
for bulk order.

You can find more information of us at: www.ocominc.com,

Together we quest for the best.




Why you choose us?

® Reliahility @ Conception

¢ Performance i [ — “ Compatibility

Our Commitment to Your Success

® Communication

||| Contact us

Any queries, please contact us immediately, big supprise is waiting for you.
Ellsales Center:

Address: Unit701, Block 14, Zhongxing Industrial Park, Chuangye Road, Nanshan
District, Shenzhen 518054, China

Website: www.ocominc.com www possolution.com.cn;
E-mail: ocom@ocominc.com, info@possolution.com.cn |
Tel: +86.755.86053207 ext 800,

Fax: +86.755.86053207 ext 868;

QQ: 2485890637, 190852203,

Wechat: szocoming, hj34924238,

Whatsapp: 0086133525932860;




