
 58mm Hoge qualityThermal Printer (OCPP-583)

High-speed, afdrukken van hoge kwaliteit;
Duurzame printkop, 50km MCBF onder hoge sterkte werk;
Ondersteunt 1D barcodes en logo printing;
Gestroomlijnd ontwerp, klassieke en elegante verschijning.

 

Afdrukmethode Direct thermisch
Print lettertype FONT A: 33 of 35; FONT B: 40 of 42
Tekengrootte Lettertype A: 12 × 24; Lettertype B: 9 × 17; Chinees: 24 X 24
Barcode JAN13 (EAN13) JAN8 (EAN8) CODE39
Printing command compatibel met EPSON ESC / POS
Taal Taal koper ondersteuning
Karakter per regel 384dots / lijn (203dpi)
Afdruksnelheid 90mm / sec
Papierbreedte 57,5 ± 0,5 mm
Papierdikte 0.06-0.08mm
MCBF (leven) 50km
Dimensie 215X135X100mm
Bruto gewicht 2,8 kg
Autosnijder handmatige snijder
Sensor Paper Near End Sensor, Paper End Sensor, Kap open sensor
Papierrol φ65mm
Interface RS-232C, parallelle, USB, LAN

Bestuurder Win 9X / Win ME / Win 2000 / Win 2003 / Win NT / Win XP / Win Vista / win 7 /
Linux

Stroomvoorziening      DC12V / 3A

 



















Relevante documenten:

*Specificatie

*IP Handmatig adres configureren

*Handleiding

* Driver voor alle Windows-systeem

*Driver voor Linux

*Printer Parameters instellen Gereedschap

http://www.ocominc.com/download/OCPP-583-spec.html
https://www.ocominc.com/file_download/175.html
https://www.ocominc.com/file_download/177.html
https://www.ocominc.com/file_download/173.html
http://www.ocominc.com/download/Linux-Driver-X.html
https://www.ocominc.com/file_download/176.html


*CD Bestanden

https://www.ocominc.com/file_download/153.html
https://www.ocominc.com/file_download/153.html
https://www.ocominc.com/file_download/153.html

