Kenmerken:

Hoge kwaliteit 12V / 24V metalen kassalade

(Modelnr.: ECD410D)

4 of 5 verstelbare Bill-houders en 8 verwisselbare mediamunten
All Steel Construction en gestructureerde poedercoating hybride
9V tot 24V breed vermogen

Micro-sensor schakelaar optioneel

Vergrendelt tot 3 pos-toestanden

parameters:
Materiaal Flip-top: 0,8 mm SPCC-poeder spuit het oppervlak van de koudgewalste plaat
Bodem: 1,0 mm SECC Vingerafdrukbestendige plaat
Vier pos-aanduidingen Breedte: 85/84/84/85 mm
Bill-lade Vijf pos breedte Breedte: 68/67/67/67/68 mm
Lengte: 193 mm; Diepte: 59 mm
Portemonnee 8 verwijderbare Pos-breedte Breedte: 82; Lengte: 57; Diepte: 46
op slot doen 3 sloten
Energie 12V 24V breed vermogen
Levenslang Getest tot minimaal één miljoen cycli
Interface RJ11/RJ12
Kleur Zwart of wit
gewicht 6,5 kg (netto), 7,0 kg (bruto)
Dimensies 410 (B) x 415 (L) x 100 mm (H) (met de poten van 10 mm)
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Catering: hotel, restaurant, fast-food restaurant, coffee shop,
bakery and cake shop

Retailer: Business Street, boutique, department store,
cosmetics shop and high-class barbershop

Recreation: sauna, spa, night club, theme park, casino and
point of sales for lottery ticket

Commercial: information management terminals for parking ¢ \ "
lot, inn, aviation, subway, station and wharf s



