Draadloze Mini draagbare inventarisatieterminal

(Model: OCBS -D004)

Specificatie:

Draadloze communicatie:
Modulatie GFSK
Overdrachtssnelheid 200Kbps
macht 10dBm

Transmissie afstand

Visuele rechte lijnafstand 300 meter

Antenne

Ingebouwde veerantenne

Prestatiekenmerken

Lichtbron

650nm laser

Ondersteunde barcodes

EAN-8, EAN-13, UPC-A, UPC-E, Code 39, Code 93, Code 128, EAN128, Codaber,
Industoal 2 van 5, Interleave 2 van 5, Matrix 2 van 5, MSI enz.

Scannertype:

Bi-directionele

Scansnelheid

48 + 2 scan / seconde

Scan afstand

10-520mm

Scan breedte

20mm @ raam, 220mm @ 200mm

Resolutie

0.10mm (pcs0.9)

Scherptediepte

0 ~ 250 mm (0,33 mm, PCS 90%)

Werkende manier

IActivering of automatische (doorlopende modus) scannen

Fysieke eigenschappen

Geheugen: 1M (kan 30.000 barcodes opslaan)
interfaces: Standaard configuratie mini USB-ontvanger; RS232 en PS2 optioneel
Actueel: 96 mA (werkend) 46 mA (standby)
Accu: Ingebouwde oplaadbare lithium-ionbatterij (3,7 V, 1900 mAh)
Materiaal IABS + PC

. - 102mmXx46mmXxX28mm (Gegevensverzamelaar) 52mmX20mmX10mm
Dimensie:

(ontvanger)

Gewicht: 130 g (met batterij)

Gebruikersomgeving

Operatie temperatuur

-20 graden C ~ 45 graden C

Bewaar temperatuur

-20 graden C ~ 60 graden C

Vochtigheid: 5 ~ 95% relatieve vochtigheid, niet-condenserend
Veilig
EMI / RFI: CE & FCC DOC-conformiteit

Veiligheidsnorm

De tweede nationale normen voor laserveiligheid

informatie ordenen

OCBS -D004

433MHZ draadloze mini-draagbare inventarisatie-terminal

OCBS-D104

USB-kabel Mini draagbare inventarisatie-terminal

Productdetails:




. Wireless/USB cable... _
Mini Portable Stocktaking Terminal
OCBS-D004/0CBS-D104
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|||Features |

Simple but not easy

Mini data collector,

convenient and portable; } ol I

Wireless version:
working distance can meet general

K request, 30 to 300m in open area;
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Instantly store and bulk transfer mode,
secure to keep the data;
Can store 30,000 barcodes;

/.

Auto-turn-off at low voltage.
Settable standby time,

&high efficiency and energy saving;




Easy and comfortable operation;

||| All-round show
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"I Application Area

Commercial: handheld mobile POS,chains / stores / counters data acquisition,
shoes ordering, card management, bill management

Commonality: mobile government, mobile police, population information
management,postal management,library management

Logistics: warchouse management,product traceability,picking medicine
distribution, logistics and express,logistics and distribution
Industry: production process management,forestry data collection,
three meter reading,fixed asset management,

"l Parameter

Modulation GFSK

Transmission rate 200KDbps

Power 10dBEm

Transmission Distance Visual straight line distance 300 maters
Antenna Built-in spring antenna



EMIRFI:

Light Source G50nm laser
EAN-8, EAN-13, UPC-A, UPC-E, Code 39, Code 93, Code 128, EAN128, Codaber,
SApRANIEd barones Jndum;alz of 5, Interleave 2 of 5-, Matrix 2’ of 5, MSletc ,
Scanner Type: Bi-directional
Scan rate 45812 scanisecond
Scan distance 10-520mm
Scan width 20mm@window, 2Z20mm@200mm
Resolution 0.10mm (pes0.9)
Depth of Field O~-250mm (0. 33mm, PCS 80%)
Working Way Triggered or automatic (continuous mode) scanning
[PhysicaiCharacteristes ]
hMemory: 1M (Can store 30,000 barcodes)
Interfaces: Slandard configuration mini USE receiver; R5232 and P52 optional
Current: 96maA (working) 48maystandby)
Battery: Built-in rechargeable lithium ion battery (3.7V, 1900mah)
Material ABS+PC
Dimension: 102mmX48mmx28mm (Dala Collector) S2mmX20mmX10mm (Receiver)
Wesght: 130g (with battery)
|VserEnvionme. ]
Operation Temperalure =20 Degree C~45 Degree C
Storage Temperature =20 Degree C~60 Degree C
Humidity: 5~05% relative humidity, non-condensing

CE & FCC DOC compliance

Safely Standard

OCB5-0004

The second national laser safely standargs

433IMHZ Wireless Minl Portable Stecktaking Terminal

QCB5-D104

S5 Cable Mini Portable Stockiaking Terminal
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|l|Capcity

Weriled Prowdiedt Naimse Prodoctn Ling Capacity Actual Units ProducedPréevious Year)
' Thermal Printer 40,000 Sets / Mantn 250,000 Sets

' Dot Matrtc Prinbes 15,000 Sets J Month 10,000 Sets

v Bhsetooth Frinter 30,000 Sets / Month 20000 Swts

v Barcode Scanner 40,000 Sets / Month 20,000 Sets

v POS Maching 5,000 Sets / Month 10,000 Sets

o Magnetc Card Reader and Wrier 45,000 Sets / Month 50,000 Sets
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OCOM Technologies Limited

Add: 4/F, Block10, Zhongxing Industrial Park, Chuangye
Road, Nanshan District, Shenzhen 518054, China

Tel: 0086.755.8605.3207 ext 801

Fax: 0086.755.8605.3207 ext 868

Web: www.ocominc.com

E-mail: salesO1@ocominc.com, salesO1@ocomtech.com.cn

Skype: ocomsales01; MSN: ocomsales01@hotmail.com

Ali TM: cn1001868228; QQ: 1483705401

Mobile/Wechat/Whatsapp: 0086.18948713992

Reliable One-Stop Supplier for POS and Auto-ID Related Products




