Model

OCPC- 002W

| OCPC- 002A

Naam

10.1 inch WindowS-machine

HuisVesTinG materiaal

Grootte hoofdscherm

Aaluminium

10.1 inch-Aanrakensschermmonitor

Oplossing

1280 * 800

Helderheid

25 0cd/m 2

Weergave a ngle

Horizontaal: 1 60 ; Verticaal:

150

Touch s creen
Prestatie
Moederbord

m ulti-punt geprojecteerde GG c aacitieve aanraking

Celeron J1900 , quad-core
20G

Steen - chipserie RK3 566 ,
quad-core 1.8 G

Systeem Geheugen 4 GB DDR 3 Aan boord 4 GB DDR 4

Opslagapparaat Mini-SATA64 GB Aan boord 64 GB eMMC

LAN 10M/100M/1000M LAN- | 10M/100M LAN-kaart
kaart

WIFI Ondersteuning van 2.4G en 5G dubbele frequentie

Bluetooth Ondersteuning BT 4.0

scanner 2D-balk - codescan-engine ingebouwd

Spreker 8 Ohm/3W*2

Besturingssysteem

Connectiviteit
Externe ik /O por t

Productdimensie&
Gewicht

Ondersteuning
Windows 10 Pro

voor

p bloem knop* 1, USB * 4

Androide 11

12V DC-ingang*1

12V DC-ingang*1l ( 48V
vermogen netwerk POE-poort
voor optioneel)

LAN:RJ-45*1

LAN:RJ-45 *1 ( 48V vermogen
netwerk POE-poort voor
optioneel)

DB9 COM-poort*1, Audio-
uitgang*l ,HDMI*1

242 *1 73 * 35 (mm([] +2mm / 0,9 kg

RJ11 COM-poort*1l, Audio-
uitgang*1

Pakketafmeting&
Gewicht

413*222*¥77mm/1,8 kg

Afmetingen van 2 in 1
doos

Accessoires
Oplader

430*%166*242mm

110-240V/50-60HZ
wisselstroom i nvoer , DC12
V / 6 A uitgang (adapter
met stekker)

110-240V/50-60HZ
wisselstroom i nvoer , DC12 V
/ 4 A uitgang (adapter met
stekker) Geen adapter voor
POE-model




Windows / Android Price Checker
Model: OCPC-002

5 e o

»» Features:

Machine body made of aluminium
Built-in 2D scanner

Built-in speaker

POE interface for option with Android CS
Support Windows and Android for option
Support dual frequency 2.4G&5G WIFI

»> Productl Details:

@i

WwWW.0cominc.com
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»» Productl Specification:

Model | OCPC-002W | OCPC-002A
Name J 10.1-inch Windows machine { 5/8/10.1-inch Android machine
Housing materlal - Aluminium
N
Main screen size 5i8/10.1-inch touch screen monitor
Resolution 12807720 for S-inch, 1280°800 for &/10.1-inch
Brightness 300cd/m for 5/8-inch, 250cdim? for 10.1-inch
View angle Horizon: 160; Vertical: 150
Touch screen Multi-point projected G+G capacitive touch

Matherboard Celeron J1900, Rock-chip series RK3566,
Quad core 2.0G Quad core 1.8G

System memory 4GB DDR3 On board 4GB DDR4
Storage device | Mini SATA 64GB On board 64GB eMMC
LAN | 10M/100M/1000M LAN card 10M/100M LAN card
WIFI | Support 2.4G&5G dual frequency
Bluetooth | Support BT 4.0
' Scanner | 20 bar-cade scanning engine buitt in
Speaker | 8 Ohm/3w=2
Operating system | Support Windows 10 Pro Android 11
Extemal I/O port | Power button *1, USB *4
| 12V DC in jack *1 12V DC in jack *1 (48Y power+
network POE port for optional)
| LAN: RJ-45 "1 LAN: RI-45"1(48Y powerr
network POE port for optional)
| DBY GOM port *1 RJ11 COM port*1
| Audio out *1 Audio aut *1
| HDMI "1

Package dimension&Weight 192*128*110(mm) /1kg for 5-inch
3737199°77(mm) /1.3kg for 8-inch

413*222*77(mm) /1.8Kg for 10.1-inch

Power adapter 110-240V/50-60HZ AC power input,  110-240V/50-60HZ AC power input,
DG12V/i6A output (adaptor with power = DC12V/4A outpul {adaptor with power
plug) plug) No adaptor for POE model
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