Inwentaryzacja USB Przenosny terminal przemystowy PDA

Specyfikacja:

(Model: OCBS-D107)

Charakterystyka dziatania

Zrédto $wiatta

Laser 650nm

Skanowanie modelu

Pojedyncza linia

Szerokos¢
skanowania & amp;
pole

220mm /0 ~ 250 mm (0,33 mm, PCS 90%)

Interfejs

Standardowa konfiguracja mini odbiornik USB; RS232 i PS2 fakultatywny

Szybkos$¢ skanowania

48 + 2 skanowania /s

Error Rate

1/5000000

Sposdb pracy

wyzwalany lub automatycznie (w trybie ciaggtym) skanowanie

Kat skanowania

Skok 30 ° /65 ° rolki / 55 ° odchylenia

Obstugiwane kody
kreskowe

EAN-8, EAN-13, UPC-A, UPC-E, Code 39, Code 93, Code 128, EAN128, Codaber,| |
Industoal 2of 5, Przetozy¢ 20f5, Matrix 20f5, MSI, itp

Wskaznik

Sygnat dZzwiekowy, wyswietlacz LCD

Charakterystyka Fizyczna

Ekran 2,8 cala, 10 * 10 linii; Rozdzielczos¢: 320 * 240
Wymiary Terminal: 160x68x29mm; Odbiornik: 52x20x10mm
Materialny ABS + krzemionka

RAM 16M

Kolor Czarny lub szary

Charakterystyka komunikacji

Czestotliwos¢ 433MHZ

Modulacja GFSK

Odlegtos¢ transmisji  |Linia prosta wizualna odlegtos¢ 300 metréw (max)
Predkos$¢ transmisji  [200Kbps

Charakterystyka elektryczna

Bateria

Akumulator litowo-(3.7V, 2800mAh)

EMI / RFI:

Zgodnos$¢ DOC FCC, CE & amp

Aktualny robocza

50mA

Srodowisko

Temperatura pracy

0 stopni C ~ 45 stopni C

Temperatura
przechowywania

-20 Stopni C ~ 60 stopni C

relatywna wilgotnos¢

5% ~ 95% (bez kondensac;ji)




jasnos¢ otoczenia Max 5,000Lux

Informacje o zamdéwieniu

OCBS-D007 433MHZ Terminal bezprzewodowy Przenosny Inwentaryzacja

OCBS-D107 Kabel USB Portable Inwentaryzacja Terminal

Szczegoly Produktu:

Wireless/USB Cable
Portable Stocktaking Terminal

OCBS-D007/0CBS-D107
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|||Features |

Simple but not easy

2.8" color display, menu with image
for easy operation;

Wireless Version: wireless and storage
Q\ technology, no restriction of distance;




2800mA super capacity battery

ensures long working time;

Support automatically matches products
and show product name after scanned

& the barcode;

Suitable for overall process of the commodity
circulation including receiving, shipping,
stocktaking, loss repot, replenishment etc;
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||| Application Area

Commercial: handheld mobile POS chains / stores / counters data acquisition,
shoes ordering, card management, bill management

Commonality: mobile government, mobile police, population information
management,postal management,library management

Logistics: warchouse management,product traceability,picking medicine
distribution logistics and express,logistics and distribution
Industry: production process management, forestry data collection,
three meter reading, fixed asset management,

l l l Parameter

Light source 650nm laser

Scan Model Sangle line

Scan width & field Z20mmi0-250mm (0.33mm, PCS90%)

Irterface Standard configuration mini USB receiver, RS232 and P52 optional
Scan rate 4812 scan/second

Eirror Rate 115,000,000

Working way triggered or automatic (continuows made) scanning




Scan angse Fach 3077 Holl By aw b~
EAM-8 EAN-13 UPC-A UPC-E Code 39 Code 53 Code 128 EAN128 Codaber,

Supported barcodes | -y setoal 201 5 Interieave 2015 Matrix 2015, MS! elo.
Indicator Beeper, LCD display
|Physical Characterisges ]
Screen 28inch, 10710 lines; resolubion: 3207240
Dimensions Terminal: 160x68x28mm; Receiver. 52x20x10mm
Material ABS+ silica
RAM 16M
Calor Black or Grey
|Communicaton Charscterstes |
Frequency 433MHZ
Modulation GFSK
Transmission Distance | Visual straight line distance 300 meters (Max)
Transmission rate 200Kbps
|SlectricChoracterisne ]
Battery Li-Battery (3.7, 2800miah )
EMIRFI: CEA&FCC DOC compliance
Working Current S0ma,

?:;"“m 0Degree C~45 Degree G

Storage Temperature | -20 Degree C ~80 Degree G

redative hurnidity 5%~05% {non- condensing)

ambient brightness Max 5, 0000w

Ordering Infermation

QCBS-DO0T A33MHZ Wireless Porlable Stocktaking Terminal
OCBS-D107 LISE Cable Portable Siockiaking Terminal
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|l|Capcity

Weriled Prowdiedt Naimse Prodoctn Ling Capacity Actual Units ProducedPréevious Year)
' Thermal Printer 40,000 Sets / Mantn 250,000 Sets

' Dot Matrtc Prinbes 15,000 Sets J Month 10,000 Sets

v Bhsetooth Frinter 30,000 Sets / Month 20000 Swts

v Barcode Scanner 40,000 Sets / Month 20,000 Sets

v POS Maching 5,000 Sets / Month 10,000 Sets

o Magnetc Card Reader and Wrier 45,000 Sets / Month 50,000 Sets



v Indicates information has been verifed onsite by TUV on JO1 2515

1] Quality Assurance

OCOM is dedicated to providing most cost-effective products and
services with highest quality that will meet customers' satisfication.

Since the establishment, OCOM has been sticking strictly to the
standard and requirements of 1S09001: 2000 in the processes

of research, design, manufacturing and services. OCOM's products
have passed CE, FCC, TUV, RoHS and other certifications.

We make strictly IQC, IPQC and OQC inspection per industrial
standard. All the products must pass 24-48 hours aging test
before shipment.Some designated models can have as long as
24 months warranty.

|| TestEquipments

WVerifusd Maching Mams Brand & Model Mo Crasntaty
v Ageng Tester Ko information ]

v Winstand Voltage Tester CC26T0A 1

W Caclioscope TES1102 1

W DC Power Suppsy FS-30500 &

v Dwpiiad Toecus Meter HP 100 1

v (=" GUANGLU 2

v Mumematol VCESOD T

o Test Computer Mo lormalon 13



o Indicates informarion kay beem verifed onsite by TUV on 207 3.7.1 5

I I I Certifications
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| || Packing and Shipment
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I l l Payment

¥ m
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“I Customers Reference

Over the years, OCOM keep efforts on marking "OCOM" as an internationally recognized brand,

and we have estabilshed goods relationship with our customers and have friendly communication
with each other.
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"I Why you choose us?

& Competifive price

@ Good Performanca

\ -

I“ Company Profile

@ Authoritative Assessed

This Assessed Supplier Has Been

Independently Verified

Build Your Growth On Trust
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OCOM has a professional teams including markating, R&D, mmﬁmmmmm The
mmmmﬂnFDRMEaJﬂwmammmmwsmmﬂrmm Nlmhmmmmsm ~
expenence, which help us to meet and exceed the customers’

OCOM has been sticking to the quality syslem of SO9001:2008. We make striclly 10C, IPQC and OQC inspection per industrial
standard. All the products must pass 24-48 hours aging lest before shipment. Some designated models can have as long as 24
months warranty. We have the mass production capabilities that produce thousands of prinfars and scanners a week, Based on our
strong capacity, the normal lead time for main products is about 3 to 7 days even for bulk onder,

"Integrity based, Strive for excelence, Win-win cooperation”. We would ke establish stable and reliabe parinerships with customears
all over the warld. OEM/ODM is welcome.




||| Contects |

Any queries, please contact us immediately, big supprise is waiting for you.

llsales Conter:

Address: Unit 701, Block 14, Zhongxing Industrial Park, Chuangye Road, Nanshan Dislrict,
Shenzhen 518054, China;

Websites: hitp:/fwww.possolution.com.cn ; http://'www.ocominc.com ;

E-mail: ocom@ocominc.com , ocomtech@gmail.com ;

Skype: ccominc2000, ocominc;

MSN: ccomtech@hotmail.com, ocominc@hotmail.com,

Trademanager: szocoming, cn1500439666;

Q0 2485890637 ,190852203;

Tel/Fax: +86.755.8605.3207.

Odpowiednie dokumenty:
Chcesz wiedzie¢ wiecej inf produktéwReformacji?Prosze Kliknij tutaj.E

Specyfikacja

Instrukcja obstugi

OCBS-D107 64bits sterownika odbiornik
OCBS-D107 32-bitowego sterownika odbiornik
PC-D107 OCBS aplikacje

SDK OCBS-D107 (DLL2.0)



http://www.thermalprinter.com.cn/download/OCPP-D107-Spec.html
http://www.thermalprinter.com.cn/download/OCBS-D007-User-Manual.html
http://www.thermalprinter.com.cn/download/OCBS-D007-receiver-driver-64bits.html
http://www.thermalprinter.com.cn/download/OCBS-D007-receiver-driver-32bits.html
http://www.thermalprinter.com.cn/download/OCBS-D007-PC-Application.html
http://www.thermalprinter.com.cn/download/OCBS-D007-SDK-DLL2.0.html

